
4 mic inputs/line inputs

+48V phantom power

Dynamic range of 118dB

Easy for installation

Control and configure via software

Dynamic range

Frequency response (±0.2dB)

Input impedance

Channel Crosstalk

THD+N

Common Mode 

Rejection Ratio (@0dBu)

Maximum input level (@1% distortion)

Connectors

 DSP-AI4 LD+

>118dB

 20Hz~20kHz

 5.5k Ω

 <-112dB

 <0.002%

 >91dBu

 +22dBu

 four 3-pin Euro 

breakaway terminals

SPECIFICATIONS

4 Channel MIC/Line 48V phantom Power Input module for 
Open architecture DSP-6464LD+ or DSP-3232LD+

4-channel AEC input card with DSP processing capability
With additional DSP processing power to serve the 
system
Easy for installation
Control and configure via software

SPECIFICATIONS

Dynamic range

Frequency response

Input impedance

Channel Crosstalk

THD+N

Common mode rejection ratio (@0dBu)

Maximum input level (@1% distortion)

Interface

DSP-AEC4 LD+

 >118dB

 (±0.2dB) 20Hz~20kHz

 5.5k Ω

 <-112dB

 <0.002%

 >91dBu

 +22dBu

 four 3-pin Euro breakaway terminals

4 Channel AEC module for Open 
architecture DSP-6464LD+ or DSP-3232LD+

Dante System

The analog input card provides functions, including 
4-channel mic/line input, +48V phantom power, 
84dB gain level control and 58dB Mic Amp.
DSP-AI4 LD+ adopts plug-in balanced inputs. 
Control functions for each input include: gain level 
control, Mic Amp, mute, and signal inversion.

The AEC input card provides 4-channel AEC 
(Acoustic Echo Cancellation), phantom 
power, 84dB gain level, and 58dB Mic Amp 
(Microphone Amplifier). DSP-AEC4 LD+ 
provides AEC broadband processing. Each 
channel of AEC input card has independent 
input and direct output for local sound 
reinforcement.

4 микрофонных/линейных входа

Фантомное питание +48 В
Динамический диапазон 118 дБ

Простота установки
Управление и настройка с помощью программного обеспечения

Динамический диапазон

Частотная характеристика (±0,2 дБ)
Входное сопротивление

Перекрестные помехи в каналах

Общий режим

Разъемы

>118 дБ
20 Гц~20 кГц
5,5 кОм
<­112 дБ

>91 дБу

+22 дБу
четыре 3­контактных евро

отрывные клеммы

Характеристики

4­канальный модуль ввода фантомного питания микрофона/линии 48 В для
Открытая архитектура DSP­6464LD+ или DSP­3232LD+

4­канальная входная плата AEC с возможностью обработки DSP
Благодаря дополнительной вычислительной мощности DSP для
обслуживания
система
Простота установки
Управление и настройка с помощью программного обеспечения

Характеристики
Динамический диапазон

Частотная характеристика
Входное сопротивление

Перекрестные помехи в каналах

Интерфейс

>118 дБ
(±0,2 дБ) 20 Гц~20 кГц
5,5 кОм
<­112 дБ

>91 дБу
+22 дБу
четыре 3­контактные разъемные евроклеммы

4­канальный модуль AEC для открытого типа
архитектура DSP­6464LD+ или DSP­3232LD+

Система Данте

Карта аналогового входа обеспечивает функции, в том числе
4­канальный микрофонный/линейный вход, фантомное питание +48 В,
Регулятор уровня усиления 84 дБ и микрофонный усилитель 58 дБ.
DSP­AI4 LD+ использует подключаемые балансные входы.
Функции управления для каждого входа включают в себя: уровень
усиления
управление, микрофонный усилитель, отключение звука и инверсия
сигнала.

Входная плата AEC обеспечивает 4­канальный AEC.
(подавление акустического эха), фантом
мощность, уровень усиления 84 дБ и микрофонный
усилитель 58 дБ
(Усилитель микрофона). DSP­AEC4 ЛД+
обеспечивает широкополосную обработку AEC. Каждый
канал входной карты AEC имеет независимый
вход и прямой выход для локального звука
армирование.
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